
MIL-RMEX Extrusion Rack Mount 
Installation Guide 

To connect Two Extrusion Enclosure to a 19" Rack 




This guide includes the following information: 
"About the RMEX Rack Mount" on page 2 
"The RMEX Rack Mount Kit" on page 2 
"Installation Procedure" on page 2 
"Legal" on page 4 
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About the RMEX Rack Mount 

The RMEX Rack Mount is four pieces of quick-install hardware that connects two 
extrusion enclosures so they may be installed in a 19" Rack. 

The RMEX Rack Mount Kit 

The RMEX Rack Mount Kit ships with the following items in the package: 



2 


3l/2" 


x2i/2" "L" brackets 


1 


ll/2" 


x3i/2" "C" bracket 


1 


ll/2" 


x 3i/4" "C" bracket 


4 


1/2" 


pan-head screws 


12 


7/8" 


flat-head screws 


12 


1/4" 


lock washers 


12 


1/4" 


nuts 



Before You Begin 

Before you begin putting together the RMEX Rack Mount Kit, take a moment to 
inspect the package contents. Make sure you have all of the hardware listed 
above. If something is missing contact Digi or your dealer immediately. You will 
need a standard Phillips head screwdriver and a small Crescent wrench. Find 
both of the "C" brackets. You will notice that the two are different in appearance. 
The smaller of the two (I1/2" x 3i/4") has four PEM nuts located in pairs on the li/ 
2" sides. This "C" bracket will slide into the larger "C" bracket and be bolted 
together. Make sure you have the two extrusion enclosures that you want 
mounted together in hand. 

Installation Procedure 

Follow this procedure to connect two extrusion enclosures with the RMEX Rack 
Mount Kit: 

1. Find the "C" brackets (one measuring I1/2" x 3i/4" and the other measuring li/ 
2" x 3i/2") and attach three 7/8" flat head screws with lock washers and nuts 
into both of the brackets so that the head of the screw is on the outside of the 
bracket. 

Note: Do not tighten the nuts to the bolts, leave them loosely attached for now. See Figure 1 on 
the next page. 
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Figure 1 



Loosely Attached 



Firmly Attached 




2. Now take the two "C" brackets and insert the smaller bracket (with the PEM 
nuts) into the larger bracket so that the PEM nuts align at both ends with the 
back of the cut-out on the larger bracket. 

3. Secure the insertion of "C" brackets with the four 1/2" pan head screws. 
Tighten these screws firmly. 

4. Place the two extrusion enclosures in an upright position on a flat surface with 
the front of the hub down. 

5. Slide the connected "C" brackets with the three flat head screws into one of the 
inside extrusion enclosure grooves until flush with the flat surface. 

6. Tighten the three nuts of the connected "C" bracket securely to the extrusion 
enclosure. 

7. Slide the grove on the other extrusion enclosure through the three flat head 
screws on the other side of the connected "C" bracket and repeat Step 6. 

8. Find the two 3i/2" x 2i/2" "L" brackets and attach (on each bracket) three 7/8" 
flat head screws with lock washers and nut in the same fashion as the "C" 
brackets in Step 1. 

9. Slide one of the "L" brackets with three flat head screws into one of the outside 
extrusion enclosure grooves (in the same fashion as the "C" brackets in Step 5) 
and tighten the three nuts of the "L" bracket securely to the extrusion 
enclosure. 

10. Repeat Steps 8 and 9 for the other "L" bracket. 

Your RMEX Rack Mount and two extrusion enclosures are ready to be installed in 
a standard 19" rack. 
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Legal 

Regulatory Approvals 

• FCC Class A 

• UL 1950 

• CSA 22 No. 950 

• EN60950 

• CE 

- EN55022 Class B 

- EN50082-1 

Canadian EMI Notice 

This Class A digital apparatus meets all the requirements of the Canadian Interference-Causing 
Equipment Regulations. 

Cet appareil numerique de la classe A respecte toutes les exigences du Reglement sur le materiel 
brouilleur du Canada. 

European Notice 

Products with the CE Marking comply with both the EMC Directive (89/336/EEC) and the Low Voltage 
Directive (73/23/EEC) issued by the commission of the European Community. Compliance with these 
directives implies conformity to the following European Norms: 

• EN55022 (CISPR 22) - Radio Frequency Interference 

• EN50082-1 (IEC801-2, IEC801-3, IEC801-4) - Electromagnetic Immunity 

• EN60950 (IEC950) - Product Safety 



Five- Year Limited Warranty 

Digi International warrants to the original consumer or purchaser that each of its 
products, and all components thereof, will be free from defects in material and/ or 
workmanship for a period of five years from the original factory shipment date. Any 
warranty hereunder is extended to the original consumer or purchaser and is not 
assignable. 

Digi makes no express or implied warranties including, but not limited to, any implied 
warranty of merchantability or fitness for a particular purpose, except as expressly set 
forth in this warranty. In no event shall Digi be liable for incidental or consequential 
damages, costs, or expenses arising out of or in connection with the performance of the 
product delivered hereunder. Digi will in no case cover damages arising out of the 
product being used in a negligent fashion or manner. 



To Contact Digi 

For prompt response when calling for service information, have the following information ready: 

• Product serial number and rev. 

• Date of purchase 

• Vendor or place of purchase 

Reach Digi Technical Support at 408/744-2751 
Or E-mail at "sun-tech@dgii.com" 



Address: 1299 Orleans Drive 

Sunnyvale, CA 94089 
Voice: 408/744-2775 
Fax: 408/744-2793 
E-mail: info@dgii.com 
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